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v Soft Liquid Soap (Dawn®)
v Damp Microfiber cloth
v Towel

Vv Soft Cloth for drying

X Abrasive Cleaners

Scouring Powder

Ajax ®

Comet ®

Magic Erasers or foam sponge

Acid or basic cleaners

Abrasive cleaning products equivalent to steel wool,

Scouring pads and sponges with an abrasive surface

Cleaning Creams with abrasive and scouring powders

Highly concentrated acids or solvents » L T
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TO REMOVE STUBBORN STAINS

To remove glue residue without leaving a trace, rubbing alcohol
(isopropyl) can be applied with a microfiber cloth

/‘/ * Easy to clean surfaces for common household cleaners,
including these approved & recommended cleaning agents:
VIPCO
o BOLD. * Windex®
® Clorox® Bleach (diluted mixture of 90% water
10% agent is suggested)
/ ® Simple Green®
* K % ® Formula 409®

® Fantastic® antibacterial with Lemon Power

Our Vipco Bold Guarantee:

We guarantee ouiproauctaror tNalfehmelor Yot * Contains NO phthalates or plasticizers - compounds that are a

common concern for designers and architects

Our products are guaranteed against manufacturing defects, for the lifetime of

the product. Proper use and care of your Vipco products are required. Please ° Cert—iﬁed qua“ty that meets Prop 65 and Canada CEPA 1999

follow our care & cleaning guidelines to maintain the beauty and durability of

your Vipco Products. For further information, please contact us.



PRODUCT PERFORMANCE DATA

Vipco Velvet Collection Pentadecor 2D Films - Light and Dark Solid Colors Tested
Physical Properties

PROPERTIES STANDARD UNIT VALUE (TOLERANCE)
Gloss Level (Target) DIN 67530 (60°) - 4(£2)
Standard Thickness DIN 53370 mm .200mm (+ 7%)
Shrinkage MD DIN 53377 o <.200mm: > -6
(100°C/10min.) >.200mm: 2 -5

Tensile Strength (MD) DIN EN ISO 527 N/mm? > 40
Elongation at Break (MD) DIN EN ISO 527 % > 50
Light Fastness (Blue Scale) 1ISO 105-B02 WBS )
Scratch Resistance (Erich 143) DIN 68861 - T4 Class 4E (0.8 - 1.0N)
Scratch Resistance CEN/TS16611/Martindale Type A % 25
Resistance to dry heat DIN 68861 -T7 Class 7C (100°C)
Resistance to wet heat DIN 68861 - T8 Class 8B (70°C)
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Vipco Velvet Pentadecor 2D Films

Light and Dark Solid Colors Tested Stain & Cleanability

REAGENT TESTED RESULT

Distilled water (100%) No change
Lysol ® All-Purpose Cleaner No change
Dawn - Hand dish washing detergent (100%) No change
Lorito Wischstar fresh and Clean Floor Cleaner (100%) No change
Gall Soap and Stain Remover (grease & blood) (100%) No change
Acetone No change
Ethyl-Butylacetat No change
Ethylalcohol No change
Ammonia water No change
Petrol No change
Disinfectants No change
Citric Acid No change
Cleaning Agent No change
Detergent Solution No change
Food & Drinks

Beer, Black Tea, Blueberry Juice, Butter, Cola, Currant Juice, Instant Coffee,

Ketchup, Lime Juice, Mustard, Olive Oil, Orange Juice, Red Wine, Vinegar, No change
Vodka, Yellow Mustard,

Black ballpoint pen Slight change in gloss but surface undamaged
Stamp Ink No change
Mustard No change
Lipstick No change

Contact information: info@vipco.ca / 403 279-7501 // vipco.ca




